
D-NET™ 9575
3D ARM IMPACT SPRINKLER

APPLICATIONS
For open field crops irrigation.   

FEATURES AND BENEFITS  
■	 Unprecedented level of distribution uniformity: maximum water use efficiency due to the unique arm that offers outstandingly 

high uniformities. 
■	 Respective to its flow rate and placement spacing, the sprinkler’s distribution uniformity is of the highest in the market.
■	 Can be installed on solid sets.
■	 Made of UV-protected materials, durable to all climate conditions and nutrients injected in agricultural applications.
■	 Can be incorporated with the entire Netafim™ sprinkler product offering.

SPECIFICATIONS
■	 5 different nominal flow rates: 1200, 1400, 1600, 1800, 2000 l/h.
■	 Nominal flow rates at 3.0 bar pressure.
■	 Recommended working pressure: 2.0 to 4.0 bar (at the sprinkler head).
■	 Wherever sand exceeding 2 ppm exists in the water, a Hydrocyclone is to be installed to protect the system.

When sand/ silt/ clay solids exceed 100 ppm, pretreatment will be applied according to Netafim™ expert team’s instructions.
■	 Water trajectory: 24 degrees
■	 Inlet connection: 3/4” male threaded.
■	 Color coded nozzles for easy identification.

TULAJDONSÁGOK ÉS ELŐNYÖK
 ▪ Példátlan szintű egyenletesség: maximális vízterítési hatékonyság a speciális kialakítású 

terítőkarnak köszönhetően.
 ▪ A vízsugár sebességét  és a szórófejek egymástól való távolságát  illetően ez a műszaki megoldás a 

legjobb az öntözési piacon.
 ▪ Rugalmas installálás. Üzembe helyezhető akár fix kiépítéssel vagy mozgatható állvánnyal is.
 ▪ UV védett anyagból készült, ellenáll minden időjárási körülménynek és a mezőgazdaságban 

használt kemikáliáknak.
 ▪ Kompatibilis a Netafim teljes öntözési termék kínálatával.
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*NÉVLEGES ÁTFOLYÁSI VÍZÁRAM 3,0 BAR

RÉSZLETEK
 ▪ Névleges átfolyási vízáram 3,0 bar 

nyomásnál
 ▪ Ajánlott üzemi nyomás: 2,0-tól 4,0 bar (a 

szórófejnél)
 ▪ a vízsugár kilépési szöge 24 fok
 ▪ betápláló csonk 3/4” külső menetes
 ▪ Színkódolt fúvókák a könnyű 

megkülönböztetés érdekében

D-NET™ 9575 KALAPÁCSOS SZÓRÓFEJ SZABADFÖLDI ÖNTÖZÉSHEZ

*1,0 méterrel a föld fölött. Legalább 0,5 mm/ó

Telephely: 2310 Szigetszentmiklós,
 Leshegy utca 10.
Telefon:  (36) 24 441 - 640;
Fax:  (36) 24 441 - 641
Email:  info@metra.hu


